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OWNER’S MANUAL
DIGITAL SCROLL CENTRAL AIR CONDITIONER (FAMILY USED)
(OUTDOOR UNIT)

YDMH-C (B/A) 100&140

For correct installation, read this manual before starting installation.
Only trained and qualified service personnel should install, repair or service air conditioning equipment. Users
should not install the air conditioner by themselves.
All pictures are only sketches. If there is any difference between pictures in this manual and the actual shape
of the air conditioner you purchased, the actual shape shall prevail.
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SAFETY PRECAUTION
Please thoroughly read this manual to operate the air-conditioner correctly and safety to
prevent the damage of the property and the personal hurt.
Before you come to the text, please be familiar with the following markers and icons, and
comply with the precautions.

Markers

Icons
Indication

Markers

!

WARNING

!

CAUTION

Icons

The sign shows the risk of
death or serious injury will
be caused due to the wrong
operation .

Indication
FORBID Followed by the detailed illustration

The sign shows the risk of
injury or the damage to the
property will be caused due
to the wrong operation.

ENFORCE Followed by the detailed illustration

NOTE :
1. Injury means causing from the harm, burn and electrical shock , but not serious for the
hospitalization.
2. The damage of material means the disrepair of property and material.

INSTALLATION WARNING

!

WARNING

Installation
commitment

Please entrust the dealer or the professional person to do the
installation.
Users can t install the units by themselves, or the water leakage,
electrical shock or fire may be caused..

Please use the
specified product.

Accessories must be specified
Humidifier and other accessories must be specified, otherwise
the water leakage, electrical shock or fire may be caused. Please
entrust the professional person to do the installation.

Take measure to prevent
the refrigerant leakage from
the asphyxial accident.

Grounding

When installing in a small room, actions should be taken in
case the thickness of refrigerant exceeding proper range.
Otherwise, it will cause people asphyxia.
Please contact the dealer to avoid the asphyxial accident.
Ensure grounding correctly.
Defective grounding may cause electrical shock.
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!

WARNING

Using warning

Do not face the cool wind for a long time.
Too low temp.will do harm to the health.
Forbid
Never put hands or objects into the air conditioner.
The fan with the high speed will cause serious injury.
Forbid

User caution

Installation caution

Moving warning

Turn off the
power.

Forbid

In any abnormal cases, stop the operation, turn off the power and consult
the dealer.
In the abnormal cases, if keeping on the operation ,the fire and electrical
shock will be caused.
Please entrust the dealer or professional person to move and reinstall the
air-conditioner.
Incorrect installation will cause water leakage, electrical shock or fire.
Do not maintain the unit by yourself.
Incorrect maintenance will cause water leakage, electrical shock or fire.

Forbid
Ensure if the drain pipe can drain the water well.
Incorrect installation will cause water leakage and humidify the furniture.
Ensure the drainage.
Ensure the installation of creepage protection switch.
The creepage protection switch must be installed. Otherwise, the
Ensure the creepage electric shock will be caused.
protection switch.
Never install the air-conditioner in the place where the flammable gas
is easy to leak.
Ensure the installation If the leakage of flammable gas happens, the fire will be caused around
the indoor unit.
place.

Ventilate

Ventilation should be operated regularly when using with the
flammable appliance.
Insufficient ventilation will cause the lack of oxygen.
Do not put the flammable appliance near the air outlet.
It will cause the flammable appliance burn incompletely.

Forbid
Ensure whether the installation bracket has been worn out after
being used for a long time.
Ensure the installation In the case of abrasion to put the unit on the bracket will cause the
unit falling and cause people injured.
bracket.
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PARTS NAMES

Outdoor Unit
air inlet

Outdoor Unit
air outlet

Refrigerant piping
connection part
(Low pressure Valve
and high pressure Valve)

Fix leg

REQUIREMENT
12 hours preheating is imperative after turn on the power switch. Please do not shut down
the power when the unit is supposed to stop running in 24h or shorter time. (This is to
warm the crankcase heat box to avoid compulsive start of condenser.)
Pay attention not to block the air inlet and outlet.
Blocks may decrease the efficiency of the unit or startup the protector, which will stop
running.

ATTENTION

! CAUTION

Location
Do not locate the unit near flammable gas source.
Accumulating leaking flammable gas may cause fire.
Confirm
location

Confirm fix
method

Confirm the installation foundation is solid.
Outdoor unit may fall down from unstable foundation to cause injury.

Requirement
Keep far away from high-frequency equipment.
Keep away from the following places: a place where it is full of oil gas; places where salty air
surrounding (near the coast); a place where is caustic gas (the sulfide in hotspring). Location
in the following places may cause malfunction or shorten the life span of the machine.
If there is any special requirement of the operation site, please consult your local dealer.
The air outlet and the air inlet are not impeded, and with good ventilation.
In the case of extremely strong wind, please prevent the air from flowing backwards into the
outdoor unit.
Snow canopy is necessary in snowfall places on the outdoor unit. Please consult the local
dealer for details.
In the frequent thunderstruck place, lightningproof actions should be taken.

Notice operation noise

WARNING

! CAUTION

!

Notice to avoid places where operation noise may easily be spread away or be enhanced.
Noise can be amplified by anything blocking the air outlet of outdoor unit.
Choose a proper place that the noise and hot or cold wind blown out of the outdoor unit will
not bring inconvenience to your neighbors and not affect the growth of animal or plant.
Confirm that the grounding is well done.
Defective grounding may cause electrical shock.
Confirm
grounding

Proper fuse

Never use fuses that out the range of the specified volume in the
installation manual.
Copper or iron fiber may cause malfunction or fire.
Confirm to install electrical leakage protector.
Without leakage protector, electrical shock and fire may be caused.

Leakage
protector.
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OPERATION AND PERFORMANCE
Three-minute protection feature
A protection feature prevents the air conditioner from being activated for approximately 3 minutes when it restarts immediately after operation.

Cooling and heating operation
The indoor unit of the intelligent inverter centralized air conditioner can be controlled solely,
but the indoor unit in the same system can not run cooling and heating at the same time.
When the Cooling and Heating operation confront with each other, the Indoor Unit
which are running on Cooling Mode would stop and there will be Standby or No Priority
displayed in the Control Panel. Those Indoor Units which are running on Heating Mode will
run continuously.
If the Air Conditioner Administrator has set running mode, then the air conditioner can not
run on modes other than the pre-setted. Standby or No Priority will be displayed in the
Control Panel.

Features of heating operation
Warm air will not be blown out immediately at the beginning of the heating operation, 3~5 minutes ago (depends on the indoor and outdoor temperature), until the indoor heat exchanger
become hot, then blows out warm air.
During operation, the fan motor in the outdoor unit may stop running under high temperature.
During Fan Operation, if other Indoor Units are running on Heating Mode, the fan may stop
in order to prevent sending heat wind.

Defrost in the heating operation
During heating operation, outdoor unit sometimes will frost. To increase efficiency, the unit will
start defrosting automatically (about 2~10 minutes), and then water will be drained out from
outdoor unit.
During defrosting, both the fan motors in the outdoor unit and indoor unit will stop running.

Operating conditions

HEATING
OPERATION

COOLING
OPERATION

For proper performance, run the air conditioner under the following temperature conditions:
Outdoor air TEMP.

-5

~43

Room TEMP.

21

~32

Room humidity

Less than 80%
If the air conditioner operates in excess of this figure, the surface
of the air conditioner may attract condensation.

Outdoor air TEMP.

-15 ~21

Room TEMP.

below 28

If air conditioner is used outside of the above conditions, safety protection features may come
into operation.
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Protection Equipment
This Protection Equipment will enable the Air Conditioner to stop when the Air Conditioner is to
be directed running compulsively.
When the Protection Equipment is activated, the Operation Indicator still lights while the Air
Conditioner is not running. But the Check Indicator lights.
The protection equipment may be activated in following conditions:
COOLING OPERATION
The air inlet or air outlet of outdoor unit is blocked.
Strong wind is Continuously blowing to the air outlet of the outdoor unit.
HEATING OPERATION
Too much dust and rubbish adhere to the dust filter in the indoor unit
The air outlet of indoor unit is choked
When the protection equipment starts, please shut down the
manual power switch, and restart operation after problem is
solved.

About power cut
If power is cut during operation, stop all the operation immediately.
Power comes again. The Operation Indicator on the Wire Controller flashes.
The units will automatically restart.
Mishandling in operation
If mishandling happens because of lightning or mobile wireless, please shut off the manual
power switch, and turn on again, then push the ON/OFF button.

Heating capacity
The heating operation is a heat-pump process that heat will be absorbed from outdoor air
and released indoors. Once the outdoor temperature is decreased, heating capacity decreased correspondingly.
Other heating equipment is suggested to be used together when outdoor temperature is too
low.
In some extreme cold upland that buy another indoor door unit equipped electrical heater will
obtain better performance.(Refer to indoor unit owner's manual for details)

! Note
1. The motor in Indoor Unit will continue running for 20~30 seconds for to remove residual heat
when the Indoor Unit receiving OFF command during heating operation.
2. If the air conditioner malfunction occurs because of disturb, please reconnect the air conditioner to power, then turn on it again.
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ABNORMAL PHNOMENA
Please read the following illustration before apply for servicing:
Troubles
From outdoor unit
white cold fog, and dew condensation
hiss and poop are heard

Causes
Fan function stop automatically to defrost. It
is the start and stop sound of the electromagnet valve

From indoor
unit

At the beginning and ending of the running
process, sounds like water flow in valve
appears, and be enhanced at the first 2~3
minutes, this is caused by dry process of
refrigerant current.
Slight hiss and poop are caused by mild
flex of the heat exchanger as temperature
changes.
Pieces of the wall, carpet, furniture, cloth,
cigarette, cosmetics are adhere to the unit.
Connect the power after power cut.
Other equipment preheating process stops
cooling operation.
The operator sets an opposite mode against
the fixed cooling and heating mode
The refrigerant will suddenly move to avoid
resorting in the indoor unit, then caused
kak' sounds. Steam or cold air appears
when other indoor unit is heating or cooling.
Action sound of the expansion valve when
supplied power.

Not concerning
malfunction

abnormal smell blown out
operation lamp flashes
Nonpriority lamp lights

Timer is reaching the set time

Stop operation automatically

if switch is off
if the fuse is blown
if active the protection equipment (operation
lamp lights)
timer is on the set time
if choose the cooling and heating simultaneously.

Insufficient cooling
Insufficient heating

if the outdoor unit air inlet or outlet is
blocked
if the doors and windows are open
if the dust filter is choked by collective dust
if the flow louver is in the right place
if fan speed is shifted between low and
breeze or if the shift is under FAN mode
if the setting temperature is appropriate.

Check it
again

No operation

Do not
work

If your air conditioner is found any failure as mentioned below, please turn off the power immediately. Then contact to local dealer.
Still no operation after check the protector(P4)
ON/OFF operation is inefficient
Quite different from other indoor unit or
Fuse or leakage protector frequently blown
ordinary state
Foreign matter or water falls in the unit
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SPECFICATION
CATOGARY

MODELS

YDMH-100A/B15A YDMH-100C15A YDMH-140A/B15A YDMH-140C15A

FUNCTION

COOLINGAND HEAT PUMP
SPLIT TYPE

TYPE
COOLING MANNER OF
CONDENSOR

AIR COOLING

HEATING COOLING

FAN MODE
POWER SUPPLY
CAPACITY
RUNNING CURRENT
RATED INPUT

kW

10.0

A

6.2

6.2

7.8

7.8

kW

3.7

3.7

4.8

4.8

CAPACITY

kW

11. 0

11. 0

15.0

15.0

A

6.1

6.1

7.6

7.6

kW

3.5

3.5

4.7

4.7

A

25

mm

25
1245
940

30
960
990
360
101

30
1245
940

RUNNING CURRENT
RATED INPUT

STARTUP CURRENT
HEIGHT

DIMENSION

DIRECTLY BLOWN OUT
380-415V 3N~ 50H Z
14.0
10.0

LENGTH

mm

WIDTH

mm
kg

960
990
360
101

dB(A)

54

GROSS WEIGHT

NOISE

340
110
55

54

14.0

340
110
55

Data may be changed for sake of production improvement, please refer to the name label.
The noise value is tested in completely muffled room.

FORCE COOLING AND TEST PROCEDURE
Force Cooling Control

TEST BUTTON

Press the button of force cooling (refer to right figure),
once pressing will force all the fans of outdoor units to
run in high speed.

Test Procedure

FORCE COOLING BUTTON

MAIN BOARD
(OUTDOOR UNIT)

The function of text run circulate as fowling:
Normal Indication Operation Mode Fan Speed
Pipe Temperature Outlet Air Temperature
Outdoor Temperature
Digital Compressor Current
Condition Quantity of Indoor Unit
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Capacity Achievement
Compressor Current

Outdoor
PWV

DE - COMMISSIONING DISMANTLING & DISPOSAL
This product contains refrigerant under pressure, rotating parts, and electrical connections which
may be a danger and cause injury!
All work must only be carried out by competent persons using suitable protective clothing and safety precautions.

Read the Manual

Risk of electric shock

Unit is remotely controlled
and may start without warning

1. Isolate all sources of electrical supply to the unit including any control system supplies switched by the unit. Ensure that all points of electrical and gas
isolation are secured in the OFF position. The supply cables and gas pipework may then be disconnected and removed. For points of connection refer
to unit installation instructions.
2. Remove all refrigerant from each system of the unit into a suitable container using a refrigerant reclaim or recovery unit. This refrigerant may then be
re-used, if appropriate, or returned to the manufacturer for disposal.Under No circumstances should refrigerant be vented to atmosphere. Where
appropriate, drain the refrigerant oil from each system into a suitable container and dispose of according to local laws and regulations governing
disposal of oily wastes.
3. Packaged unit can generally be removed in one piece after disconnection as above. Any fixing down bolts should be removed and then unit lifted from
position using the points provided and equipment of adequate lifting capacity. Reference MUST be made to the unit installation instructions for unit
weight and correct methods of lifting. Note that any residual or spilt refrigerant oil should be mopped up and disposed of as described above.
4. After removal from position the unit parts may be disposed of according to local laws and regulations.
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